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Product Features
• Versatile indoor and outdoor placement of heater
• Direct-fired = 99.97% fuel efficiency
• High volume of air output for maximum heat distribution
• Dependable, electronic spark ignition
• Tri-shield finish provides superior protection against abrasion and 

corrosion
• Easy to transport with lift handles and heavy duty wheels* are wheels 

semi pneumatic
• Trouble shooting lights help keep heater up and running
• Quiet Operation
• Vent mode for circulation of air

Product Specifications
Performance Data

CFM 1200

Temp Rise 220° F

BTU's Per Hour 170,000

Electrical

Requirements 115V

FLA 7 Amps

Fuel

Consumption 7.9 lbs/hr

Dimensions

Width x Depth x Height 42 x 72  x 48 in. 

Weight 2000 lbs. 

Duct Diameter 12 in. rectangle vent 
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Quiet Event Tent Heater
With their clean look, quiet operation 
and fuel efficient direct-fired design, 
L.B. White Premier heaters deliver 
safe, dependable heating and air 
circulation for any tented event.
From elegant weddings to company 
parties, the Premiers™ clean look, 
quiet operation and high efficiency 
make it the ideal solution for all 
reception tent heating applications. 
Premier heaters can be used to 
provide heat or simple air circulation. 
The heater can be used inside, or 
the heat can be ducted in from the 
outside.

170,000 BTU Rental Tent Heater
LB White Premier 170

http://immedia1.com
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