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Product Features
• 2 x FVO-400 Flagro Indirect Fired Heaters
• 16 g 304 stainless steel heat exchangers
• 4 x 12" heater duct outlets accepting standard industry ducting
• 2 x 3,500 lbs dual axle, 4 x 15" rims & tires
• Solid steel welded channel frame and floor
• Electric emergency brakes included and lights
• Safety chains, 2 5/16" trailer ball or 3" pintle hitch included
• Cabinet - heavy gauge steel locking cabinet for duct storage

Product Specifications
Performance Data

CFM 6,000

Temp Rise up to 180° F

BTU's Per Hour 780,000

Engine

Generator 8KW

Run Time 53 Hrs.

Fuel

Consumption 5.5 gph

Capacity 299 gal.

Dimensions

Width x Length x Height 90 x 192 x 72 ft. 

Weight 4,000 lbs. 
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Portable Heat and Power 
Anywhere You Need It 
The FVO-1000TR direct-fired, trailer 
mounted heater is a highly mobile 
system designed to provide reliable 
heat and power for any job. This 
unit is perfect for many applications 
including; concrete curing, hazardous 
conditions, preheating equipment, 
temporary industrial heating, and 
more.

1 Million BTU Rental Tow Behind Heater
Flagro FVO-1000 TR


