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Product Features
• Low temperature operation ideal for cooling heat-sensitive equipment
• Offers an optional "Plug and Play" condensate pump that can be 

installed in just minutes
• Protected with an AFCI plug for added safety against the unwanted 

effects of electrical arcing
• Totally self-contained with no costly installation necessary
• Operates automatically after-hours or during weekends with easy-to-use 

controls
Product Specifications
Performance Data

Nominal Size Rating 36,000 BTU

Condenser Air Flow 1490 CFM

Evaporator Air Flow 990 CFM

Sound Rating 65 dB(A)

Refrigerant Type R22 or R410a

Operating Conditions 65°F - 105°F

Electrical

Requirements 208-230V, 1 phase

FLA 19.6 amp

Fuse Size 30 amp

Nema Plug L6-30

Max. Duct Length

Cold Air Supply 40 ft.

Hot Air Discharge 100 ft. 

Duct Connection

Supply Air 2 x 8 in. or 4x 6 in. with duct kit (N/A without)

Hot Air Discharge 16 in.

Drain Type Pump or  5 gal. bucket

Dimensions

Width x Length x Height 30 x 44 x 52 in.

Weight 440 lbs.
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The Simple Portable Air 
Conditioner Solution
Providing 36,000 Btu/h of cooling, 
the Office Pro 36 is the ideal 
server room air conditioner to 
protect routers, telecom and other 
heat-sensitive equipment. The 
Office Pro 36 features easy-to-use 
programmable controls allowing 
automatic operation after-hours or 
during weekends when heat can 
cause damage to expensive office 
equipment. The Office Pro 36 makes 
portable air conditioner solutions a 
breeze through its self-contained, 
portable design.

3 Ton Portable Rental Air Conditioner
MovinCool Office Pro 36


